
Outdoor LED Kiosk

Specs
Model P3.07

LED Configuration SMD1415

160,000

Module Size (W x H mm) 320x160 320x160 250x250 250x250

Total Size

LED Screen Resolution

Total Weight

IP Rating (Front/Rear)

Refresh Rate

View Angle

670/200

P3.91 P4.81

SMD1921

62,500

320x160

3500-4500

P4.0

SMD1415

Pixel Pitch (mm) 2.5 4.0

SMD1921

65,536

3.91

SMD1921

43,264

4.81

P2.5P1.8

SMD1415

288,895

320x160

128x64 104x52 64x64 52x5280x40172x86

384x704 312x572 256x448 208x364240x440516x946

1.8605 3.076

105,626

120°/120°

3840Hz

IP55/IP55

670/200

3500-4500

960x1760mm 1000x1750mm

single side: 1140x2230x183mm  double side: 1140x2230x228mm
single side: 1180x2380x183mm
double side: 1180x2380x228mm

single side, 215kg/pc; double side, 285kgs/pc
single side, 230kg/pc;
double side, 300kgs/pc

120°/120°

3840Hz

IP55/IP55

670/200

3500-4500

120°/120°

3840Hz

IP55/IP55

670/200

5000-5800

120°/120°

3840Hz

IP55/IP55

670/200

5000-5800

120°/120°

3840Hz

IP55/IP55

670/200

5000-5800

120°/120°

3840Hz

IP55/IP55

LED Screen Size

Module Resolution

Brightness (cd/㎡)

Power Consump (w/㎡)

Pixel Density (pixels/㎡)

Smart & Efficient Management on Multiple Kiosks

Easy Management for A Close Distance
The kiosk is equipped with a media player (combination of single-chip 
& simplified processor) with accesses of 4G / 5G, WiFi, internet, USB, 
HDMI... A smart phone can connect to the WiFi with built-in hotspot 
of the media player  and can manage it via an APP of viplex.

MIO

P1.8, P2.5, P3.07, P4.0 

2380m
m

1750m
m

1180mm

1000mm

P3.91, P4.81

2230m
m

1760m
m

1140mm

960mm

Dimensions

APP: v
ipl

ex

Novastar
Cloud:
VNNOX

.....

4G(5G) or WiFi or Internet

www.zhongbo-gd.com
www.zonepro-led.com

SHENZHEN ZHONGBO PHOTOELECTRIC CO.,LTD



Easy Installation (without Extra Bracket)Modular,High Intensity Designed and Built For Real Outdoor

excellent heat dissipation

LED LED tempered glass

high strength chassis

tempered glass

IP55

With high strength chassis and tempered glass protection, 
MIO has excellent impact resistance.

1. install eight M20 explosive 
bolts into the ground.

2. move the kiosk and make it ride 
on the M20 bolts, then fix the screws.

10000:1

high contrast


